RECENVED
Wi RCRA
RECGRD CENTER

1300 N. Dort Highway
Fiint, Michigan 48556 USA

AC Rochester

Hovember 2, 1992

NQ% 1%1@%2

Mr. Kevin M. Pilerard, Chief

Minnesota/Ohio Technical Enforcement Sectilion OFFICE @Ffmﬁm
RCRA Enforcement Branch Waste Mard '
Llnited. Srares Bnvironmental Brotection ﬁgeﬂcy”m..mgﬁhﬁfﬁt_

Region 5
77 West Jackson Boulevard
Chicage, TL 60504-359¢

REGION V

Re: Preliminary Assessment/Visual Site inspection report
AC Rochesgter Divigion, Davison Engineering

General Motors Corporation
by I W | AP oL N Y srad g Brremile

Flint, Michigan
MID 89 568 GZ2@

Dear Mr. Pierard: :

Thank vou for sending a copy ¢f the above reference report

to ouy office. Examnination of the document revealed that
gsome of the information included in the report is
inaccurate. We regspectfully submit the following
clarifications Lo more accurately reflact the

history and operations of the facility.
Sectieon 2.2, Paragraph 1, Pg. 4:

AC Rochegter is a division of General Motors Corporation,
not Delco Electronics. Delao Plant 43 wags formerly AC
Spark Plug Plant 8. The plant changed names and divisions
in 19%0 and is now a division of GM Hughesg Electronics, a
wholly owned subsidiary of General Motors Corporation.

Section 2.3, First Paragraph on Pg. 1@:

Most laboratory chenicals are accumulated and disposed of
ag described in the first three sentences cf this
paragraph. Thaerefors, the last sentence should read:
"some laboratory chemicals are evaporated or poured down
drains connected to ACR's wastewater treatment plant *

Section 2.3, Third Paragraph on Pg. 11i:

The former fuel tank farm was removed after the VSI but
hefore +the report was issued. Therefores, the second
sentence o0f this paragraph should read: "SWMU 3 is
currently undergoing closure and the former fuel tank
farm (removed B/92) is undergoing a ground-water
contamination investigation.”




Section 2.4, First Paragraph on Pg. 12

Most of the contaminated =o0il removed Fromw the fuel farnm
at this time was conbaminated as & resulit of & fuel
releasase and vas ramoved ag a part of tank ramoval
activities. Therefore, the last s=mentence should read:
"Agpproximately 5606 cuble vards of benzene-contaminated

soil from Tank rewmoval activities, borehols development

29

and monitoring well installation was disposed of at

SWHY L2, Pg. 26:

Brums containing soil and water stored in front of SWMU 8
weres generalted from the RORA closure investigation at the

samne site., Therefore, the £ifth sentence of the "Unit
Degeription” section  should read. "The wastes Were
generatead durinog the ground-water contamination
investigation at the Former Hazardous Hagte Storage

Building (SWMU 8.

For further clarificaticn the "Date of Clozurse” section
should read: "The unit hag been inactive since the
containers waere removad in June 192, "

ACGC 1, Pg. 29:

For further clarification the first sentence should read:
“The Former Fuel Tank Parm lremoved 5/92) ig  an AQC
becauge of the extent of B

Additionally. the second paragraph incorrectly lists the
fuel farm &s containing 22 180,000 gallion product tanks,
The actual volume of the tanks are as follows.

One 1.900¢ gallon tank
Hine 2,089 gallon tanks
Aix 6,000 gallon tanks
Five 19,908 gallon tanks

Total: 21 tanks @ 165,000 galleons total volume
16 steel tanks, 3 fiberglasgss w/ reinforced plastic
tanks

If vyou have any guestions or redquire more information,
please <ontact Thomag Caltrider at (313) 257-7301,

Sincerely,

onald L. Heahusan
Supervisor, Envircnmental Engineering
Department 25-34-A

AU Rochester Division &MC

1269 Horth Dort Highway

Flint, MI 48556
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ENFORCEME
CONFIDENTIAL

EXECUTIVE SUMMARY

PRC Environmental Management, Inc. (PRC), performed a preliminary assessment and
visual site inspection (PA/VSI) to identify and assess the existence and likelihood of releases from
solid waste management units (SWMU) and other areas of concern (AQOC) at the AC Rochester
{ACR) Davison Engineering Complex (Davison) facility in Flint, Michigan. This summary

~highlights the results of the PA/VSI and the potential for releases of hazardous wastes or

hazardous constituents from SWMUs and AQCs identified.

The Davison facility is an engineering research and testing facility for automotive
components manufactured at other ACR facilities. The Davison facility includes a powerhouse
that generates steam. The facility generates and manages the following waste streams: waste

(D001, D002, DCGO3, D005, D006, PO22, U019, and U044); mercury waste (U151); waste glycol;
flyash; and general refuse.

The Davison facility has operated at its current location since 1960, The facility occupies
about 80 acres in a commercial and residential area, and it employs about [,100 people. While
the facility is undergoing closure, it operates as a large-quantity generator of hazardous waste and
is regulated as a treatment, storage, or disposal facility.

In 1925, General Motors (GM) purchased the facility property from Dort Highway Motor
Company. GM constructed the powerhouse in 1952; GM’s AC Spark Plug Division constructed
the Davison Engineering complex in 1960. The ACR Division was formed in 1988, when GM
consolidated the AC Spark Plug and Rochester Products Divisions. In 1990, ACR became a
division of GM’s Delco Electronics. The 488-acre ACR complex consists of several facilities
operating under separate U.S. Environmental Protection Agency (EPA) Identification (ID) Nos.:
the Davison Engineering Complex, EPA ID No. MID 980 568 620; the Dort Highway complex,
EPA ID No. MID 005 356 647; the ACR wastewater treatment plant, EPA ID No. MID 980 568
570; and the Averill Avenue complex, EPA ID No. MID 980 568 745.

The Davison facility has administratively closed two waste oil tanks and is undergoing
closure of a hazardous waste storage pad and a waste fuel tank. The waste fuel tank is located in
a fuel tank farm that is undergoing remediation activities,

The PA/VSI identified the following 13 SWMUs and one AOC at the facility:

ES-1




Solid Waste Management Units

1. Waste Fuel Tank No. 12
Waste Fuel Tank No. 23
Former Waste Fuel Tank
Waste Qil Tank No. 5024
Former Waste Qil Tank

Hazardous Waste Storage Building

ENFORCEMENT
CONFIDENTIAL

Former Hazardous Waste Storage Bulldmg

3

4

5.

6. Mobile Qil-Changing Carts
7.

8

9

Powerhouse Flyash Hopper -+

10, Waste Glycol Satellite Accumulation Area
11. Laboratory Waste Satellite Accumulation Areas

12. Containerized Soil and Water

13. Tank Bottom Drum

Area of Concern

1. Former Fuel Tank Farm

Releases to ground water occurred at the facility between 1983 and 1986. During this

period, corroded underground storage tanks in the Former Fuel Tank Farm (AOQC 1) released an

unknown amount of benzene and gasoline to subsurface soils and ground water. To contain the

ground-water plume, the facility currently pumps ground water from the former tank farm to the

wastewater treatment plant. The wastewater treatment plant operates under EPA ID No. MID
980 568 570. In March 1984, ACR hired Neyer, Tiseo & Hindo, Ltd., to study the extent of
contamination and propose remediation options. At the time of the VSI, the tanks were empty

and ready for excavation.

The nearest surface water body is Gilkey Creek, located about 750 feet south of the

facility. A release to the creek occurred in 1992, when approximately 177 gallons of gasoline

overflowed from a new tank farm and flowed into a facility storm water sewer system. The

facility sewer system is connected to the City of Flint storm water sewer system, which empties

directly into Gilkey Creek which flows into the Flint River.

cleaned up by the facility within 24 hours.

The release to Gilkey Creek was

The potential is moderate for future releases from the facility to surface water. A release

could occur from drums of fuel-contaminated wastewater (SWMU 12). The wastewater was

generated from remedial activities at the Former Fuel Tank Farm (AOC 1). At the time of the

V31, some drums were bulging and one had a ruptured lid. The drums were stored on pallets on

an asphalt parking lot. If the drums released wastewater, it could flow to facility storm sewers to

Gilkey Creek, and ultimately to the Flint River.

EsS-2



No documented releases to air have occurred at the facility. A low to moderate potential
for a release to the air exists at the powerhouse. Flyash could become airborne when it is
transferred from the Powerhouse Flyash Hopper (SWMU 9) to an open dumptruck. Flyash could
then migrate via the wind to on-site and adjacent property soils.

A release to on-site subsurface soils has occurred at the facility. Between 1983 and 1986,

unknown amount of benzene and gasoline to the subsurface soils and ground water. These soils
will be cleaned up in conjunction with the planned ground-water remediation. A moderate

potential exists for future releases to on-site so0ils, because containerized soil and water
(SWMU 12} could potentially spill from the bulging and ruptured drums.

Ground water is used for commercial and industrial use in the vicinity of the facility,
The City of Flint purchases potable water for the City from Detroit. Detroit obtains its water
from Lake Huron, approximately 60 miles east of Flint.

PRC recommends ACR proceed with planned closure activities and soil and ground-
water remediation. In addition, the containerized soil and water (SWMU 12) should be disposed
of as soon as possible,

pELE AL %,,77 / 4 /’ J
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1.0 INTRODUCTION

PRC Environmental Management, Inc. (PRC), received Work Assignment No. R05032
from the U.S, Environmental Protection Agency (EPA) under Contract No, 68-W9-0006 (TES 9)
to conduct preliminary assessments (PA) and visual site inspections (VSI) of hazardous waste
treatment and storage facilities in Region 5.

As part of the EPA Region 5 Environmental Priorities Initiative, the RCRA and
CERCLA programs are working together to identify and address RCRA facilities that have a

high priority for corrective action using applicable RCRA and CERCLA authorities. The
PA/VSI is the first step in the process of prioritizing facilities for corrective action. Through the
PA/VSI process, enough information is obtained to characterize a facility’s actual or potential

releases to-the-environment from- solid-waste management-units (SWMU ) and areas of concern
(AOC).

A SWMU is defined as any discernible unit at a RCRA facility in which solid wastes have
been placed and from which hazardous constituents might migrate, regardless of whether the unit
was intended to manage solid or hazardous waste.

The SWMU definition includes the following:

. RCRA-regulated units, such as container storage areas, tanks, surface
impoundments, waste piles, land treatment units, landfills, incinerators,
and underground injection wells

. Closed and abandoned units

. Recycling units, wastewater treatment units, and other units that EPA has
generally exempted from standards applicable to hazardous waste
management units

] Areas contaminated by routine and systematic releases of wastes or
hazardous constituents. Such areas might include a wood preservative
drippage area, a loading-unloading area, or an area where solvent used to
wash large parts has continually dripped onto soils.

An AQC is defined as any area where a release to the environment of hazardous waste or
constituents has occurred or is suspected to have occurred on a nonroutine and nonsystematic
basis. This includes any area where such a release in the future is judged to be a strong
possibility.



The purpose of the PA is as follows:

) Identify SWMUSs and AOCs at the facility
° Obtain information on the operational history of the facility
® Obtain information on releases from any units at the facility
LA {/@glr_lt_if_y_data_ gaps and other informational needs to be filled during the.

WMW&WMmMMmW

offices and at the EPA Region 5 office in Chicago.

The purpose of the VSI is as follows:

. Identify SWMUSs and AOCs not discovered during the PA

. Identify releases not discovered during the PA

. Provide a specific description of the environmental setting

. Provide information on release pathways and the potential for releases to
each medium

) Confirm information obtained during the PA regarding operations,
SWMUs, AOCs, and releases

The VI includes interviewing appropriate facility staff, inspecting the entire facility to
identify all SWMUs and AOCs, photographing all visible SWMUs, identifying evidence of
releases, initially identifying potential sampling parameters and locations, if needed, and
obtaining all information necessary to complete the PA/VSI report.

This report documents the results of a PA/VS! of the AC Rochester (ACR) Davison
Engineering Complex (Davison) facility in Flint, Michigan. The PA was completed on March 10,
1992. PRC gathered and reviewed information from the Michigan Department of Natural
Resources (MDNR), U.S. Department of Agriculture (USDA), U.S. Department of Commerce
(USDC), U.S. Geological Survey (USGS), Michigan Department of Public Health {(MDPH), and
from EPA Region 5 RCRA files. The VSI was conducted on March 26, 1992. It included
interviews with Davison facility representatives and a walk-through inspection of the facility.
Thirteen SWMUs and one AOC were identified at the facility.



The VSI is summarized and 13 inspection photographs are included in Attachment A,
Field notes from the VSI are included in Attachment B,




2.0 FACILITY DESCRIPTION
This section describes the facility’s location, past and present operations {including waste
management practices), waste generating processes, history of documented releases, regulatory
history, environmental setting, and receptors.

2.1 FACILITY LOCATION

The ACR Davison facility is located at 1601 North Averill Avenue on the east side of

Ftimt - Geneses Couiity; Michigan, (atitude 23° 017 46" N and longitude 8§3° 38’ 50" W), as

shawn in Figure 1, The facility occupies about 80 acres in a mixed commercial and residential

area. The facility consists of the Davison Engin"éérri'ng Complex and the ACR plant powerhouse,

The ACR Davison facility is bordered on the north by Davison Road and a residential
area, on the west by the Chesapeake and Ohic Railroad and the ACR Dort Highway Complex
[EPA ldentification (ID) No. MID 005 356 647}, on the south by Longway Boulevard and a
commercial area, and on the east by the ACR Averill Avenue Complex (EPA 1D No. MID 9380
568 745) and a residential area.

2.2 FACILITY OPERATIONS

In 1925, General Motors (GM) purchased the facility property from the Dort Highway
Motor Company. No operations occurred on the property until GM constructed the powerhouse
in 1952; GM’s AC Spark Plug Division constructed the Davison Engineering complex in 1960.
The ACR Division was formed in 1988, when GM consolidated the AC Spark Plug and Rochester

Products Divisions. In 1990, ACR became a division of GM’s Delco Electronics,

The ACR Complex consists of four facilities covering about 488 acres. The four facilities
operate under the following EPA ID numbers: the Dort Highway Complex, MID 005 356 647;
the waste water treatment plant, MID 980 368 570; the Averill Avenue Complex, MID 980 568
745; and the Davison Engineering Complex, MID 980 568 620. This PA/VSI report discusses the

Davison Engineering Complex.

The Davison facility 1s comprised of the Davison Engineering Complex {(complex) and the
ACR Power House (powerhouse). The complex was completed in 1960 and expanded in 1962,
1972, 1975, and 1979. It now occupies approximately 406,000 square feet. The facility operates
an engineering testing and research facility for various automotive components produced at other

ACR manufacturin‘g facilities. The complex consists of offices, an experimental model shop,

4
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engineering and materials testing facilities and laboratories, and a testing garage. Activities at the
complex include machining, grinding, plastics molding, painting, and vehicle and engine testing.
No manufacturing processes take place at the facility. Approximately 1,100 people are employed

at the complex.

The powerhouse was built in 1952 and expanded in 1967, It i3 located at the southern end
of the Davison facility. Five coal-fired boilers and one natural gas boiler generate steam for all
of ACR’s operations. The powerhouse employs approximately 20 people,

Except for wastes generated in the powerhouse, wastes currently generated are associated
with operating and maintaining engines, vehicles, laboratories, and model shops. Waste
management consists of storing hazardous waste oils and waste fuels in aboveground and
underground tanks (SWMUs 1, 2, and-3)-and stering-hazardous wastes-in-55=galfon-drums in the
Hazardous Waste Storage Building (SWMU 7). Powerhouse wastes are stored in the Powerhouse
Flyash Hopper (SWMU 9). All facility SWMUs are identified in Table 1. The facility layout,
including SWMUs and the AOC, is included as Figure 2.

2.3 WASTE GENERATING PROCESSES

The Davison facility is an engineering testing and research facility for various automotive
components produced at other ACR manufacturing facilities. Primary waste streams generated at
the Davison facility include paint wastes {D001); laboratory packs (D001, D002, D003, D005,
D006, P022, 17019, UQ44), waste oil (D008, DO18); waste fuels (D0O01); mercury (U151); waste
glycol; flyash; and general refuse. Except for wastes generated at the powerhouse, wastes are
routinely generated from research on and testing of automotive components, engines, and
vehicles, in the facility’s laboratories and model shops. The powerhouse generates coal flyash
waste from boilers that produce steam for all of ACR’s Flint operations. In addition, non-
routine wastes are generated from closure activities and contaminated ground-water
investigations. Wastes generated at the facility are discussed below and are summarized in Table
2. Annual generation rates presented are based on 1991 waste generation data.

Research activities include building prototype products and conducting chemical,
metallurgical, and materials analyses. Approximately 900 pounds of paint wastes (D0O01) are
generated annually, mostly from building prototypes. This waste is stored in 55-gallon drums in
the Hazardous Waste Storage Building (SWMU 7} for less than 90 days. Petro-Chem Processing,
Inc., of Detroit, Michigan, transports the wastes off site and treats the wastes at their facility by
blending them into liquid or solid fuels for cement kilns.



SOLID WASTE MANAGEMENT UNITS (SWMU)

TABLE 1

SWMU SWMU RCRA Hazardous Waste
Number Name Management Unit* Status
1 Waste Fuel Tank No, No Active, storage of
12 waste fuels for less
than 90 days
2 Waste Fuel Tank No. No - Active, storage of
.23 waste fuels for less SRR
than 90 days 1
3 Former Waste Fuel Yes Inactive, to be closed
Tauk mn 1992
4 Waste Qil Tank No, No Active, storage of
5024 waste o1l for less than
90 days
5 Former Waste Qil No Inactive,
Tank administratively
closed 1986
6 “Mobile Oil-Changing No Active, storage of
Carts waste oil
7 Hazardous Waste Na Active, storage of
Storage Building hazardous wastes for
less than 90 days
8 Former Hazardous Yes Inactive, to be closed
Waste Storage in 1992
Building
9 Powerhouse Flyash No Active, does not
: Hopper manage hazardous
waste
10 Waste Glycol Satellite No Active, less than
Accumulation Area 90-day storage of
waste
11 Laboratory Waste No Active, less than
Satellite Accumulation 90-day storage of
Areas hazardous waste
12 Containerized Soil and No Active, awaiting final
Water disposal
13 Tank Bottom Drum No Active, awaiting final
disposal
Note:
*

A RCRA hazardous waste management unit is one that currently requires or formerly
required submittal of a RCRA Part A or Part B permit application,




Waste/EPA Waste Code

TABLE 2
SOLID WASTES

Source

Primary Management Unit*

Notes;

*
the waste,

Farm spill

Paint wastes/D001 Research and testing 7, 11
facilities

Laboratory packs/D001, D002, Laboratory testing 7, 11

D003, D005, D006, PO22, U019, ' o '

U044

Waste 0il/DO0S8, D018 Testing facilities 4

Nonhazardous waste oil Testing facilities 4,35,6

Waste fuels/D001 Testing facilities 1,2,3

Mercury waste/U15] Testing facilities 7

Waste glycol Testing facilities 7

Flyash Powerhouse 9

Containerized soil and water Former Fuel Tank 12

Primary management unit refers to a SWMU that currently manages or formerly managed
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The facility’s research Iaboratories genérate small amounts of waste chemicals (D0OI,
D002, D003, D005, D006, P022, U019, and U044) and deposits them in laboratory packs, which
are 'then stored in the Hazardous Waste Storage Building (SWMU 7). Some laboratory wastes are
accumulated in Laboratory Waste Satellite Accumulation Areas (SWMU 11) before being emptied
into drums and stored in the Hazardous Waste Storage Building (SWMU 7). Chemical Was-te
Management, Inc. of Chicago, Illinois, transports laboratory wastes to their Sauget, Illinois facility
for incineration. Laboratory chemicals are evaporated or poured down drains connected to
ACR’s wastewater treatment plant (MID 980 568 570), which discharges to Flint's sanitary sewers.

Product-testing activities consist of running engines on test stands and in vehicles. These
activities generate approximately 21,000 pounds of waste oil (D008, D018} annually. Waste oil is
first accumulated in one of two Mobile Oil-Changing Carts (SWMU 6) and then stored in the

—Waste Oil Tank No. 5024 (SWMU. 4) for less than 90-days.—Environmental Waste Control {(EWE)

transports the wastes to its Inkster, Michigan, facility for recycling.

Waste fuels (DOO1) are also generated during research and testing activities.
Approximately 109,340 pounds of waste fuel! is generated annually and stored first in the Waste
Fuel Tank No. 23 (SWMU 2) and then transferred to the Waste Fuel Tank No. 12 (SWMU 1).
Michigan Recovery transports the wastes to its Romulus, Michigan, facility, Depending on the
fuel blend, the waste is either recycled or sent to various incinerators in Michigan.

Approximately 40 pounds of mercury waste (U151) is generated annually from cleaning,
calibrating, or discarding test equipment pressure gauges. Waste mercury is stored in the
Hazardous Waste Storage Building (SWMU 7) in 55-gallon drums for less than 90 days. Chemical
Waste Management, Inc. transports the waste to its Controlled Waste Division, a storage facility in
Menomonee Falls, Wisconsin. Chemical Waste Management, Inc. then transports the wastes to its
bulking facility in Millington, Tennessee. Bulked mercury is then transported to Bethlehem
Apparatus in Bethlehem, Pennsylvania, for reprocessing.

Waste glycol is generated from the maintenance of test vehicles. Approximately 11,840
pounds of waste glycol is generated annually. It is accumulated in the Waste Glycol Satellite
Accumulation Area (SWMU 10) before being stored in the Hazardous Waste Storage Building
(SWMU 7). EWC transports the wastes to its Inkster, Michigan, facility. The waste is filtered
and then treated in EWC’s wastewater treatment plant before being discharged to the Inkster

sanitary sewer system.

The powerhouse has five coal-fired boilers that produce steam for ACR facilities. The
boilers generate approximately 4,830 cubic yards of coal flyash annually. Flyash is vacuumed

10



into the Powerhouse Flyash Hopper (SWMU 9). When full, the hopper is emptied via a chute into
a dumptruck and disposed of off site at the Venice Park Development, a Class 11 municipal
landfill in Vernon, Michigan.

The Davison facility currently has four air permits for operations at a paint booth and

drying oven in the model shop and two fuel tanks in the new fuel tank farm.

In the past, waste fuel was stored in the Former Waste Fuel Tank (SWMU 3) in the former
fuel tank farm. SWMU 3 is currently undergoing closure and the former fuel tank farm is

undergoing a ground-water contamination investigation. The new fuel tank farm became
operational in January 1992, The new tank farm consists of 22 12,000-gallon tanks; 21 tanks are
for virgin fuels, and 1 is for waste fuel (SWMU 1). The tank farm is a below-grade concrete
—-structure-equipped with-high-level-and-low-level-vapor-detectors-and-an-imterstitial “monitoring T
system between tanks. The tank farm measures 80 feet wide by 200 feet long by 26 feet deep
and has a roof. The area around the tank farm is concrete with expansion Joint pads, and it
slopes to a storm sewer drain. The tank farm filling depot is bermed and equipped with vapor
detectors and an alarm,

Prior to 1986, nonhazardous waste oil was stored in the Former Waste Oil Tank (SWMU
5). This tank was administratively closed and filled with sand in 1986. Prior to January 1991, ail
hazardous wastes were stored in the Former Hazardous Waste Storage Building (SWMU 8), which
is currently undergoing closure. SWMU 8 was the facility’s original drum storage area. The

structure is currently used as a storage area for drummed virgin chemicals and raw materials.

In May 1991, soil cuttings and decontamination water were generated during a ground-
water investigation, These wastes were stored in approximately eight product totes and 30 55-
gallon drums (SWMU 12). At the time of the inspection, the containers were stored east of the
Former Hazardous Waste Storage Building (SWMU 8). On March 3, 1992, tank bottom residues
from tanks in the Former Fuel Tank Farm (AOC 1) were stored in a 55-gallon drum (SWMU 13).
These wastes are considered nonroutine and are awaiting chemical analysis results to determine

proper off-site disposal.

2.4 HISTORY OF DOCUMENTED RELEASES

This section discusses the history of documented releases to ground water, surface water,

and on-site soils at the Davison facility.
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On September 27, 1983, ACR informed MDNR that two 2,000-gallon corroded product
fuel tanks in the former fuel tank farm were leaking. An undetermined amount of fuel was
released to the surrounding subsurface soils and to the upper and lower ground-water aquifers.
The spill report indicated benzene levels as high as 520 parts per million. The facility responded
by installing monitoring wells, and it planned to replace the six remaining tanks (AC Spark Plug,
1983). Approximately 500 cubic yards of benzene-contaminated soil from borehole development
and monitoring well installation was disposed of at the Envirosafe Hazardous Waste Landfill in
Oregon, Ohio,

In March 1984, ACR hired Neyer, Tiseo & Hindo, Ltd. (NTH), to study the extent of
hydrogeological contamination and propose remediation options. In October 1986, two additional
leaking product tanks were discovered and replaced during a leak testing program (NTH, 1987),

—1In-1988,-NTH developed-a pump-and-treat remedial action plan to recover floating
hydrocarbons, dissolved gasoline, and dissolved benzene. In addition, NTH monitored the
contaminated ground-water plume (NTH, 1988). The total amount of product released to the

ground water is unknown.

ACR contracted NET Midwest, Inc., to conduct quarterly ground-water sampling. At the
time of the VSI, the most recent sampling had occurred in January, 1992, The results identified
benzene [13,000 parts per billion (ppb)] and xylene (less than 500 ppb) in monitoring well P-12D
and benzene (2,200 ppb) in well P-20 (ACR, 1992).

Currently, the facility and NTH are developing risk-based remedial criteria for a remedial
action plan. In the interim, to contain the plume, the facility pumps about 25 gallons per minute.
Contaminated ground water is pumped to ACR’s wastewater treatment plant prior to being

discharged to the City of Flint sanitary sewer system,

On April 23, 1990, a gasket failed on a benzene storage tank transfer pipeline. About 42
gallons of benzene escaped, with about 10 gallons migrating outside the containment area. ACR
hired a spill response contractor to remove and dispose of approximately 10 cubic yards of
benzene-contaminated soil. The local health department approved the soil disposal at Richfield
Disposal, a Class IT municipal landfill. The fitting was replaced.

On March 7, 1992, a gasoline tank in the new tank farm overflowed as a result of an
equipment malfunction. Gasoline filled up a roof vent and spilled off the roof onto the concrete
area around the farm. Approximately 177 gallons of gasoline flowed into a plant storm water
sewer system. This system empties into the City of Flint storm water sewer, which empties
directly into Gilkey Creek, located approximately 750 feet south of the Davison facility which
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then empties into the Flint River. Five booms were deployed in the creek, and by March 8,
1992, the creek had been cleaned up. ACR made tank farm design changes to prevent future
releases and constructed a weir in the storm sewer catch basin.

During the VSI, PRC did not observe any further evidence of releases.

2.5 REGULATORY HISTORY

The Davison facility submitted a Notification of Hazardous Waste Activity to EPA on

August 11, 1980. The facility submitted RCRA Part A permit on October 17, 1980, listing the
following process codes and capacities: 31,350 gallons of storage in containers {SO1) and 8,500
gallons of storage in tanks (S02). The application only identified the D001 waste code.

The facility submitted revised Part A permit applications on October 3, 1988, and
October 16, 1989. The first revision requested an administrative closure of the skimmer tank and
the wastewater lift station (AC Spark Plug, 1988). The second revision requested an
administrative closure of the Waste Oil Tank No. 5024 (SWMU 4), and the Former Waste Qil
Tank (SWMU 5) (ACR, 1989). The closures were requested because the facility included the
units on its original Part A permit, but hazardous wastes were never managed in the units.
MDNR approved the withdrawal requests on June 28, 1989 (MDNR, 1989), and January 23, 1990
(MDNR, 1990a).

The facility is undergoing closure of the two remaining permitted hazardous waste storage
areas: the Former Hazardous Waste Storage Building (SWMU 8) and the Former Waste Fue! Tank
(SWMU 3} (Techna Corporation, 1988). MDNR approved a modified closure plan, subject to the
following: other RCRA units required separate closure plans, method detection limits were
updated, a soil analysis method was modified, metals contamination criteria were modified, and
approved closure activities were to commence no later than April I, 1990 stipulations (MDNR,
1990b). The Former Hazardous Waste Storage Building is currently used to store drummed raw
materials. The Former Waste Fuel Tank is empty and being closed as part of the former tank
farm ground-water remediation. The tanks in the farm have been emptied. The facility expects
closure to be completed by the middle of 1992.

The facility currently operates as a large quantity generator of hazardous waste, and it
stores wastes for less than 90 days. Since 1983, MDNR has inspected the facility annually and
has found it in compliance with RCRA regulations. No compliance violations have been issued
to the facility.
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The facility has four operating air permits for the following units: a 2000-gallon benzene
tank; a 6,000-gallon benzene tank; an experimental paint drying oven; and a paint spray booth
with an oven. The facility has no documented history of air permit compliance problems. The

facility has no documented history of odor complaints from area residents.

The facility is not required to have a National Pollutant Discharge Elimination System
permit. All Davison facility drains and sewers are connected to the ACR wastewater treatment
plant (MID 980 568 570). Al Davison facility storm sewers are connected to City of Flint storm
sewers that empty into Gilkey Creek, which empties into the Flint River.

2.6 ENVIRONMENTAL SETTING

~This section describes the climate, flood plain and surface water, geology and soils, and

ground water in the vicinity of the Davison facility.
2.6.1 Climate

The climate in Genesee County is continental. The average daily temperature is 57.5°F.
The lowest average daily temperature is -1°F in January. The highest average daily temperature
is 94°F in July.

The total annual precipitation for the county is 29.58 inches (USDA, 1972). The mean
annual lake evaporation for the area is about 30 inches (USDA, 1968). The 1-year, 24-hour
maximum rainfall is about 2.1 inches {USDC, 1968). The average depth of snow on days with
snow cover is 5 inches (USDA, 1972).

2.6.2 Flood Plain and Surface Water

The Davison facility is not located in a 100-year flood plain (MDNR, 1992). The nearest
surface water body, Gilkey Creek, 1s located about 750 feet south of the facility and is used for
storm water runoff. Gilkey Creek discharges to the Flint River, which is used for recreational
purposes (MDNR, 1992).

The Davison facility is mostly flat and paved. Stormwater run-off drainage is directed
towards storm sewers throughout the facility. The storm sewers are connected with the City of
Flint’s storm sewer system, which empties into Gilkey Creek. Facility drains and sanitary sewers
at the facility are connected to ACR’s wastewater treatment plant. Treated water is discharged to

the City of Flint sanitary sewer system, which operates a wastewater treatment plant.
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The City of Flint and Genesee County purchase water from the City of Detroit. Detroit
obtains its water from Lake Huron, located approximately 60 miles east of the facility. Flint
distributes water to most of the municipality (MDPH, 1992). Private wells are located throughout
Genesee County, but no private wells are located within Flint city limits (Flint Water
Department, 1992),

2.6.3 Geology and Soils

On-site soils have not been characterized by the USDA Soil Conservation Service.
However, soils have been characterized just east of the Davison facility. Conover series soils
predominate in the facility area. Conover soils are somewhat poorly drained, nearly level, and

—form-in loamy-material-that has a-high lime centent.The subsoil typicatty consists of clay toam:—

Conover soils can reach a depth of 30 inches (USDA, 1972).

Glacial deposits of the Pleistocene age underlie the soils in the facility area. These
deposits were primarily formed during the Wisconsinan Glacial Epoch. Sediments in the area of
the facility consist of glacial outwash sands, gravels, and post-glacial alluvium. These sediments
are typically fine to coarse granular materials. The thickness of the outwash deposits ranges from
3 feet to over 100 feet (NTH, 1987). Throughout Genesee County, these deposits are typically
150 feet thick (Genesee County Health Department, 1992).

Paleozoic-age bedrock deposits underlie the Pleistocene glacial deposits. The bedrock
consists mostly of sandstone of the Saginaw Formation, but it also consists of sandy shale, shale,
and limestone. The Saginaw Formation was deposited as fine- to medium-grained sand in the
early portion of the Pennsylvanian Period (NTH, 1987).

2.6.4 Ground Water

Ground water in the vicinity of the facility is encountered in the glacial drift soil
subsurface. A silty clay aquitard with low hydraulic conductivity separates an upper granular
unit (perched aquifer) and a lower granular unit. Ground water predominately flows to the
northwest (NTH, 1587).

Both granular units are water bearing and are involved in the ongoing ground-water
remediation at the facility (NTH, 1987). Ground-water contamination occurred over time as
underground fuel storage tanks in the Former Fuel Tank Farm (AOC 1) corroded and leaked. An

unknown amount of benzene and gasoline was released to the ground water. At the time of the
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inspection, the most recent sampling had occurred in January 1992. Analytical results identified
benzene (13,000 ppb) and xylene (less than 500 ppb) in monitoring well P-12D, and benzene
(2,200 ppb) in well P-20 (ACR, 1992).

Currently, the facility pumps 25 gallons per minute to contain the contaminated ground-
water plume. Contaminated ground water is pumped to ACR’s wastewater treatment plant before

being discharged to the City of Flint sewer system.

Private wells within the Flint city limits are used for commercial and industrial purposes;

these wells obtain water from the sandstone bedrock aquifer. No private drinking water wells

exist in Flint (Flint Water Department, 1992). Some private drinking water wells exist in Genesee

County. About 85 percent of these wells obtain water from the sandstone bedrock aqu1f er

—{Genesee County Health Department; 1992).

The City of Flint and Genesee County purchase drinking water from the City of Detroit.
Detroit obtains its water from Lake Huron (MDPH, 1992).

2.7 RECEPTORS

The Davison facility occupies approximately 80 acres in a mixed commercial and
residential area in Flint, Michigan. Flint has a population of about 138,192 (Flint Chamber of
Commerce, 1992).

The facility is bordered on the north by Davison Road and a residential area, on the west
by the Chesapeake and Ohio Railroad and the AC Rochester Dort Highway Complex (EPA ID
No. MID 005 356 647), on the south by Longway Boulevard and a commercial area, and on the
east by the AC Rochester Averill Avenue Complex (EPA ID No. MID 980 568 745) and a
residential area. The nearest school, Potter School, is located 0.5 mile north of the facility.

Access is controlled by a 6-foot-high fence topped with barbed wire. The fence
surrounds the facility, and a closed-circuit surveillance system monitors most of the facility. A
security guard is positioned at a gate between the engineering complex and the parking lot.
Visitors must sign in and receive a pass to walk around the facility.

The nearest surface water body, Gilkey Creek, is located 750 feet south of the facility and
is used for storm water runoff. Four stream miles downstream from the facility Gilkey Creek
discharges to the Flint River, which is used recreationally (MDNR, 1992). A spill migrating to
facility storm sewers could release to Gilkey Creek, but the facility has installed many
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containment structures to prevent such a release. All facility drains and sanitary sewers are
connected to the ACR wastewater treatment plant.

In Flint, ground water is used for commercial and industrial processes. A 150-feet deep
bedrock aquifer is the primary source of ground water, No wells are known to exist
downgradient of the facility. However, private wells exist in areas of Genesee County located
upgradient and northwest of the facility. The potential for future releases to ground water is
low, because the facility has installed new containment structures and release controls.

Sensitive environments are not located on-site. No wetlands are located within a 2-mile
radius of the site. The Genesee Recreation Area is located 3.5 miles north of the f acility. The
For-Mar Nature Preserve is located 1.5 miles northeast of the facility (USGS, 1975).
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3.0 SOLID WASTE MANAGEMENT UNITS
This section describes the 13 SWMUSs identified during the PA/VSL. The following
information is presented for each SWMU: description of the unit, dates of operation, wastes
managed, release controls, history of documented releases, and PRC observations.

SWMU 1 Waste Fuel Tank No. 12

Unit Description: This unit is located in the southeast corner of the new fuel tank

tarm. The entire tank tarm is housed in a roofed, below-grade
concrete structure located south of the engineering building. The
unit is used to store waste fuels from engineering and testing

_activities  The unit.is.a 12 000-gallon stainless-steel tank e

measuring 21 feet long by 7 feet in diameter (see Photograph

No. 1}
Date of Startup: This unit began operation in February 1992,
Date of Closure; The unit is active with less than 90-day storage.
Wastes Managed: This unit manages contaminated and spent fuels (D00!). Wastes

from this unit are ultimately recycled or incinerated.

Release Controls: The unit is in a below-grade concrete tank farm with an additional

' concrete secondary containment structure. The unit is equipped
with high-level and low-level vapor detectors connected to alarms.
The tank farm has no floor drains.

History of Documented
Releases: No releases from this SWMU have been documented,

Observations: The tank farm is new. PRC observed no cracks in the tank farm

containment and no evidence of release. The roof would appear to

prevent most rainwater from entering the farm.
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SWMU 2

Unit Description:

Waste Fuel Tank No. 23

This unit is located outdoors 50 feet north of the Former Fuel Tank
Farm (AOC 1) and 10 feet southwest of the Waste Oil Tank. This
2,000-gallon underground tank measures 12 feet long by 5 feet 4
inches in diameter. Contaminated and waste fuels from testing
activities are stored in this unit before being stored in the Waste
Fuel Tank (SWMU 1). The unit is constructed of a stainless-steel
inner tank, and a carbon-steel outer tank with a fiberglass coating

Date of Startup:

{see Photograph No. 2).

This unit began operation in February 1992,

Date of Closure:

Wastes Managed:

Release Controls;

History of Documented
Releases:

Observations;

SWMU 3

Unit Description:

Date of Startup:

The unit is active with less than 90-day storage.

This unit manages contaminated and spent fuels (D001). Wastes in
this unit are later managed in the Waste Fuel Tank (SWMU 1).

A liquid-detection sensor is located between the unit’s double

walls. The tank’s volume is monitored daily with a dip stick.

No releases from this SWMU have been documented.

The unit is underground. No evidence of release was observed.

Former Waste Fuel Tank

This unit is located outdoors in the northwest corner of the Former
Fuel Tank Farm (AOC 1). This 2,000-gallon stainless-steel
underground storage tank was used to store contaminated and waste

fuels. The unit is empty and awaiting closure (see Photograph No.
3).

This unit began operation in 1983. The tank farm began operation
in 1958.
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Date of Closure:

Wastes Managed:

Release Controls:

This unit has been inactive since February 1992 and is undergoing
RCRA closure.

This unit was used to manage contaminated and spent fuels (DAO01).
This unit is double-walled and equipped with vapor detectors and

interstitial monitors. Numerous ground-water monitoring wells are

located around the tank farm.

History of Documented
Releases:

No releases from this SWMU have been documented. However,
fuel tanks in the tank farm have a history of benzene and gasoline

releases.

QObservations:

SWMU 4

Unit Description:

Date of Startup:

Date of Closure:

Wastes Managed:

Release Controls:

History of Doecumented
Releases:

The unit was empty and below ground at the time of the
inspection. The entire tank farm will be excavated and removed in
1992,

Waste Oil Tank No. 5024

This unit is located outdoors 10 feet northeast of Waste Fuel Tank
No. 23 (SWMU 2). The tank used to be located in a concrete
trench. In early 1991, the tank was raised above the trench to
facilitate visual inspections (see Photograph No. 2). This
1,000-gallon steel tank measures 18 feet long by 38 inches in
diameter. The unit is used to store waste oil from testing activities.
This unit began operating in 1989.

The unit is active.

This unit manages waste oil (D008, D018). Wastes from this unit
are recycled.

The unit is located over a concrete secondary containment trench,

No releases from this SWMU have been documented.
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Observations:

SWMU 5

Unit Description:

The concrete trench is five feet wide by eight feet deep and
constructed of 9.5-inch thick reinforced concrete. PRC observed
no evidence of release and no cracks in the concrete. The tank
appeared to be in good condition.

Former Waste Oil Tank

This unit is located outside, about 15 feet north of the Waste Qil

Tank (SWMU 4). This 1,000-gallon steel underground tank was
used to store waste oil. The unit is full of sand (see Phatograph
No. 4).

Date of Startup:

Date of Closure:

Wastes Managed:

Release Controls:

History of Documented
Releases:

Observations:

SWMU 6

Unit Description:

This unit began operating in 1957.

In 1986, the unit passed a pressure test, and was filled with sand.
The State of Michigan approved the administrative closure of this

unit.
This unit was used to store nonhazardous waste oil.

None.

No releases from this SWMU have been documented,

At the time of the inspection, the tank had been filled with sand,
and its portal had been cemented shut. PRC observed no evidence
of release.

Mobile Oil-Changing Carts

The two mobile oil-changing carts are used indoors in testing
facilities. Carts are used when test engines require oil changes.
Each cart has two compartments, one for fresh oil and one for
disposing of waste oil (see Photograph No. 5). When the waste oil
compartment is full, the cart is takeﬂ to the oil pump by the Waste
Glycol Satellite Accumulation Area (SWMU 10) (see Photograph
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No. 10). Waste oil is then pumped into the Waste Ojl Tank No.
5024 (SWMU 4). Each 30-gallon tank is constructed of stainless

steel.
Date of Startup: These units began operating in 1976. ‘
|
Date of Closure: These units are active.
Wastes Managed: These units manage waste oil (D008, D018). Wastes from fhese

units are later managed in the Waste Qil Tank No. 5024 (SWMU 4).

Release Controls: The carts are located indoors.

|
|
History of Documented |
Releases: No releases from this SWMU have been documented, |

Observations: The cart observed during the VSI appeared to be in sound

condition, clean, and sturdy,
SWMU 7 Hazardous Waste Storage Building

Unit Description: This unit is located outside. The unit is used to store all of the
Davison facility’s hazardous wastes generated from research and ‘
testing activities. Wastes include paint wastes (D001), waste ‘
mercury (U151), waste glycol, and various laboratory chemicals. |
The steel building measures 20 feet by 8 feet by 7 feet and can
store about 20 55-gallon drums (see Photograph No. 6).

Date of Startup: The unit began operation January 1991.
Date of Closure: The unit is active.
Wastes Managed: This unit manages paint wastes (D001), waste mercury (U151),

waste glycol, and various laboratory chemicals. All wastes are
stored in 53-gallon drums. Wastes from this unit are incinerated,
treated, or recycled.

22



Release Controls: The unit is equipped with heating and air conditioning. The floor
is raised, providing a large secondary containment area equipped
with a liquid-detection sensor and an alarm. The building is fire-
and explosion-proof and is equipped with internal sprinklers. The
unit has three doors that are kept locked when in use.

History of Documented
Releases: No releases from this unit have been documented.

— O bservations————At-thetimeof the Imspection zardoos and TonhazZardous wastes
were stored in the unit. PRC observed 20 55-gallon drums. One
drum contained trash and was stored open, four drums were

labeled "waste paraffin w/phenol,” four were labeled "EDM waste."

three contained paint-related waste, one contained thinner, one
contained freon, and six could not be identified. In addition, one

waste toner container was observed. No evidence of release was

noted.
SWMU 8 Former Hazardous Waste Storage Building
Unit Description: This unit is located in a parking lot west of the engineering

building. The building consists of a 20-foot by 15-foot pole barn
building at the north end, and a roofed and fenced 20 feet by 25
feet concrete and bermed storage pad at the south (see Photograph
No. 7). Currently, drummed virgin raw materials are stored in this

unit.
Date of Startup: The unit began operation March 1979,
Date of Closure: The unit has been inactive since 1990 and is currently undergoing

closure activities.

Wastes Managed: The unit managed waste gasoline, oil, and halogenated solvents in
55-gallon drums,

Release Controls: The pole barn area has a concrete floor with one floor drain that
empties to a sump, The concrete pad area has a 6-inch concrete

berm and a concrete floor with no floor drains.
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History of Documented
Releases:

Observations:

No releases from this SWMU have been documented.

At the time of the inspection, the concrete pad area was almost full
of product drums. The pole barn area contained paint products.
PRC observed no cracks in either of the concrete floors. The
building was in good condition, and PRC observed no evidence of

release.

SWMU 9

Unit Description:

Powerhouse Flyash Hopper

The powerhouse flyash hopper is located outside of the ACR

Date of Startup:

Date of Closure:

Wastes Managed:

Release Controls:

History of Documented
Releases:

Observations:

powerhouse at the south end of the Davison facility. The unit is
used to store flyash. The unit is constructed of ceramic blocks and
has a capacity of 6,260 cubic feet (see Photograph No. 8). The unit
is elevated to enable a dumptruck to park under it. A chute is
lowered to fill the truck and empty the hopper,

This unit began operation in 1952.

This unit is active.

The unit manages nonhazardous flyash generated from coal-fired
boilers. Wastes from this unit are ultimately disposed of in a

municipal landfill.

The unit has no release controls.

No releases from this SWMU have been documented.

PRC observed the unit from the ground and noted no evidence of

release. However, releases may occur when hoppers emptied.
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SWMU 10

Unit Description:

Date of Startup:

Waste Glycol Satellite Accumulation Area

The waste glycol satellite accumulation area is located inside the
east-central side of the facility. The unit is used to store waste
glycol generated from testing activities. The unit is a 55-gallon
steel drum (see Photograph No. 10).

This unit began operation in 1990.

Date of Closure:

Wastes Managed:

The unit is active.

This unit manages drums of waste glycol generated during testing

Release Controls:

History of Documented

Releases:

Observations:

SWMU 11

Unit Description:

Date of Startup;

Date of Closure:

activities. Wastes from this unit are transferred to the Hazardous
Waste Storage Building (SWMU 7) when drums are full. Wastes are
ultimately treated off site.

The unit is indoors. PRC abserved no floor drains in the area.

No releases from this SWMU have been documented.

At the time of the inspection, the unit contained waste glycol and
was less than half full. The room is big enough to contain a full
spill, and the door to the outside has a threshold. PRC observed no
cracks in the floor or evidence of release.

Laboratory Waste Satellite Accumulation Areas

Laboratory waste satellite accumulation areas are located
throughout the 20 laboratories in the facility. The unit is used to
dispose of chemical bottles and misceiianeous laboratory wastes.
Each steel unit has a capacity of 5 gallons and has a lid (see
Photograph No. 11).

The laboratories began using these units in 1987,

The units are active.
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Wastes Managed;

Release Controls;

These units manage all sorts of laboratory wastes such as chemically
treated paper towels, empty chemical bottles, pipettes, and other
laboratory refuse. These solid wastes are transferred daily into
laboratory packs and stored in the Hazardous Waste Storage
Building (SWMUJ 7). The wastes are ultimately picked up and
incinerated off site.

The units are stored indoors and equipped with heavy, seif-

closing lids. Most wastes are disposed of in a dry state  Each

laboratory has sprinklers. No floor drains are located in the
laboratories.

History of Documented
Releases:

Observations:

SWMU 12

Unit Description:

Date of Startup:

Date of Closure:

Wastes Managed:

No releases from these SWMUs have been documented.

The unit PRC cbserved was in good condition. PRC noted no

corrosion on the outside of the unit or evidence of release.
Containerized Soil and Water

Approximately eight product totes and 30 55-gallon drums are
stored outside on asphalt on the east side of the Former Hazardous
Waste Storage Building (SWMU 8). Some of the drums contain
contaminated soil and some contain contaminated water. All of the
drums are stored on pallets. All of the totes contain soil and are
covered with plastic. The wastes were generated during the
ground-water contamination investigation at the Former Fuel Tank
Farm (AOC 1). The materials are awaiting chemical analysis for

final disposal (see Photographs No. 7 and 13).
These materials were generated and placed in the unit in May 1991,
The unit is active, awaiting final disposal.

Soil and water generated during the ground-water contamination
investigation at the Former Fuel Tank Farm (AOC 1) are managed
in product totes and 55-gallon drums. Ultimately, these materials

will either be disposed of in a municipal landfill or incinerated.
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Release Controls:

History of Documented
Releases:

Observations:

The drums are stored on pallets. The product totes are covered
with plastic and tape.

No releases from this SWMU have been documented.

The drums and totes are stored on an asphalt surface. PRC

observed some cracks in the asphalt near the storage area. Several

of the drums are bulging, and one nad @ broken lid seam.
According to facility representatives, the ground water in the
drums froze and expanded, causing some of the drums to bulge and

rupture, Manyv of the drums’ sides and tops are rusty. Most drums

SWMU 13

Unit Description:

Date of Startup:
Date of Closure:

Wastes Managed:

Release Controls:

History of Documented
Releases:

are bound together with strapping tape and stored on pallets. PRC
observed no evidence of release,

Tank Bottom Drum

This unit is a'55-gallon steel drum of residue collected from the
bottom of tanks in the Former Fuel Tank Farm (AOC 1}. The
tanks were emptied as part of the tank farm closure and
remediation activities. The unit is {ocated at the north end of the
Former Fuel Tank Farm (see Photograph No. 12).

This unit was placed into operation on March 3, 1992.

This unit is active, awaiting final disposal.

This unit manages residues from the bottom of fuel tanks in the
Former Fuel Tank Farm (AOC 1). Analytical results of the
contents will determine if the waste is disposed of in a municipal

landfill or incinerated.

The unit is stored closed. Otherwise, the unit has no release
controls.

No releases from this SWMU have been documented,
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L Observations: During the VSI, tacility representatives did not know what the
! drum contained or why it was stored in its present location. The
drum was in good condition. PRC observed no evidence of release.
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4.0 AREAS OF CONCERN

PRC identified one AOC during the PA/VSI. This AOC is discussed below; its location is

shown in Figure 2,
AGC 1 Former Fuel Tank Farm

The Former Fuel Tank Farm is an AOC because of the extent of ground-water

and soil contamination. Currently, the facility is containing a benzene and

gasoline ground-water plume by pumping and treating ground water at the ACR
wastewater treatment plant. The facility plans to develop and implement a
remedial action plan for this area in conjunction with the closure of the Former
Waste Fuel Tank {SWMU 3)

The Former Fuel Tank Farm was constructed in 1958 and measures approximately
100 feet by 100 feet. It contained 22 100,000-gallon product tanks, of which 17
were steel and 5 were fiberglass with reinforced plastic.
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| ENFORCEMENT
CONFIDENTIAL

5.0 CONCLUSIONS AND RECOMMENDATIONS

The PA/VSI identified 13 SWMUs and one AOC at the Davison facility. Background
information on the facility’s location, operations, waste generating processes, history of
documented releases, regulatory history, environmental setting, and receptors is presented in
Section 2.0. SWMU-specific information, such as the unit's description, dates of operation,
wastes managed, release controls, history of documented releases, and observed condition, is
.present.ed in Section 3.0. The AOC is discussed in Section 4.0. Following are PRC’s conclusions
and recommendations for each SWMU and AOQC. Table 3 summarizes the SWMUs and AQC at

the Davison facility and recommended further actions, RELE?’%EE?‘T? _ /4 ]
oate LIS

SWMU 1 Waste Fuel Tank No. 12 AN g“;i,__,w.,,wﬂﬁﬁg
e E A
Conclusions: This tank is in a new, state-of-the-art tank farm. The unit became active

in February 1992, The unit is connected to external alarms and has two
containment structures. Because of these release controls, the unit has a
low potential for a release to ground water, surface water, air, and on-site

soils.

Recommendations: PRC recommends no further action for this SWMU.

SWMU 2 Waste Fuel Tank No. 23

Conclusions: This tank was installed in February 1992. The underground unit is
equipped with a liquid sensor between its double walls, Because of these
release controls, the unit has a low potential for a release to ground water,

surface water, air, and on-site soils.

Recommendations: PRC recommends no further action for this SWMU.

SWMU 3 Former Waste Fuel Tank

Conclusions: This unit is empty and no longer stores waste. The facility plans to close
the unit and excavate it in 1992. The unit has no documented history of
releases. The unit has a low potential for a release to ground water,

surface water, air, and on-site soils.

Recommendations: PRC recommends completion of closure requirements.
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TABLE 3
SWMU AND AOC SUMMARY
Recommended
SWMU Dates of Operation Evidence of Release Further_Action
1. Waste Fuel Tank February 1992 to None No further action at
No. 12 present this time
2. Waste Fuel Tank February 1992 to None No further action at
No. 23 present this time
SR LEASGHD] L
3. Former Waste 1983 to February NoneDﬁaE IR Completion of
Fuel Tank 1992 . i closure activities
R 2 Lt C;Lm
4. Waste Oil Tank 1989 to Present None |NITIALS, —4p further action at
No. 5024 this time
5. Former Waste 1957 to 1986 None No further action at
Qil Tank this-time
6. Mobile Oil- 1976 to Present None No further action at
Changing Carts this time
7. Hazardous Waste January 1991 to None Analysis of
Storage Building Present unidentified waste
8. Former March 1979 to 1990 None Completion of
Hazardous Waste closure activities
Storage Building
8. Powerhouse 1952 to Present None No further action at
Flyash Hopper this time
10. Waste Glycol 1990 to Present None No further action at
Satellite this time
Accumulation
Area
11. Laboratory Waste 1987 to Present None No further action at
Satellite this time
Accumulation
Areas
12. Containerized May 1991 to Present None Analysis of
Soil and Water unidentified waste
13. Tank Bottom March 3, 1992 to None Manage the unit in

Drum

AQC

Former Fuel
Tank Farm

Present

Dates of Operation

1958 to February
1992

Evidence of Release

Contamination of
subsurface soils and
ground water

the Hazardous Waste
Storage Building

Recommended
Further Action

Continue closure and
remediation
activities
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SWMU 4 Waste Oil Tank No. 5024

Conclusions: This unit and its secondary containment appeared to be in good condition.
The unit manages waste oils. The unit has a low potential for a release to
ground water, surface water, air, and on-site soils.

. . . R ASET
Recommendations: PRC recommends no further action for this SWMU. n f\"""{" . "::7 7_ e
il ML 3
RIN &

SWMU 5 Former Waste Oil Tank INTIALE . P 0

Conclusions: The unit was pressure tested and administratively closed in 1986. Prior to
closure the unit managed nonhazardous waste oils. This unit is full of sand
and no longer manages wastes.  The unit has g low potential for 4 télease
to ground water, surface water, air, and on-site soils.

Recommendations: PRC recommends no further action for this SWMU.

SWMU 6 Mobile Qil-Changing Carts

Conclusions: These two indoor units manage waste oils (D008, D018). They are
constructed of stainless steel and are well maintained. They have a low
potential for a release to ground water, surface water, air, and on-site
soils.

Recommendations: PRC recommends no further action for this SWMU.,

SWMU 7 Hazardous Waste Storage Building

Conclusions: This unit began operation in January 1991. The unit has an adequate
secondary containment structure, and the unit is equipped with numerous
safety features to reduce the risk of a release to the environment. The unit
has a low potential for a release to ground water, surface water, air, and
on-site soils.

Recommendations: PRC recommends analysis of unidentified waste on site.
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SWMU 8 Former Hazardous Waste Storage Building
Conclusions: This unit has not been used to store wastes since 1990. The unit has a
sound concrete, bermed floor that would have contained past spills. The
unit has no documented history of releases. Currently, the unit stores
drummed raw materials. The unit has a low potential for a release to
ground water, surface water, air, and on-site soils. o
RELEASED ( ‘
Recommendations; PRC recommends completion of closure requirements. DATE G LALe =
HIN 5 v —
TIALS ALY
SWMU 9 Powerhouse Flyash Hopper I &

............ Conclusions:- This unit-manages-aenhazardeus-flyash from coal=fired-boilers:—The unit
appeared to be in good condition, Any release from this unit is likely to
occur during emptying and would disperse via the wind. The potential for
release to environmental media is summarized below.

Ground Water: Low. Residual wastes are solid and not expected to
migrate below ground surface to the bedrock aquifer.
Surface Water: Low. Wastes are not expected to migrate in a volume
capable of affecting nearby surface water bodies.
Air: Low. Dispersal of nonhazardous wastes is likely to occur when the
hopper is emptied and when open dumptrucks transport the waste to
landfills.
On-Site Soils: Low. A release to soils could occur during hopper
emptying.

Recommendations: PRC recommends no further action for this SWMU,

SWMU 10 Waste Glycol Satellite Accumulation Area

Conclusions: This unit is stored closed and indoors on a concrete floor with no floor

drains or cracks. The unit has a low potential for a release to ground

water, surface water, air, and on-site soils,

33



ENFORCESENT
CONFIDENTIAL

Recommendations: PRC recommends no further action for this SWMU.,
SWMU 11 Laboratory Waste Satellite Accumulation Areas
Conclusions: These units are stored closed and indoors on tile floors with no floor drains

or visible cracks. These units primarily manage contaminated solid wastes.

The units are well maintained and have a low potential for release to

ground water, surface water, air, and on-site soils.

: : o ﬂ}z:w frm
Recommeniddtions.  PRC recommends no further action for this SWMU. ?_,ﬁfT: h Hl,ij-il—-a (.
AT e
RIN £ e

SWMU 12 Containerized Soil and Water m;ﬂ;ﬁ\gﬁwwlﬁ;m
Conclusions: The facility is awaiting chemical analysis of the contents to determine

proper disposal. During the VSI, several drums were bulging, rusting, or

in poor condition, and one drum’s lid had split open. The potential for

release to environmental media is summarized below.

Ground Water and On-Site Soils: Moderate, Liquid and solid wastes are

stored on pallets on an asphalt surface containing minor cracks. Contents

could potentially spill from the bulging and ruptured drums, Liquid

wastes could spill through the cracks and affect ground water and on-site

soils.

Surface Water: Moderate. Contents could potentially spill from the

bulging and ruptured drums. Liquid wastes could migrate about 100 feet

east to facility storm sewers, which empty into Gilkey Creek.

Air: Low. Most of the wastes are stored closed. Some of the wastes in

drums in poor condition may volatilize to the air.
Recommendations: PRC recommends that EPA encourage the facility to expedite the disposal

of these wastes.
SWMU 13 Tank Bottom Drum
Conclusions: This drum is stored closed and in good condition,. The facility is awaiting

chemical analysis to determine proper disposal for the waste. The unit has
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Conclusions:
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a low potential for a release to ground water, surface water, air, and on-

site soils.

PRC recommends EPA request the facility to move the unit to the
Hazardous Waste Storage Building (SWMU 7).

Former Fuel Ta_nk Farm

A release to subsurface soils and ground water has been documented. The

Recommendations:

taciity 1s developing a remedial action plan for the seil and ground-water
contamination in the area as part of closure at the Former Waste Fuel Tank

{SWMU 3). The facility is pumping and treating ground water in the area

_to contain the plume. The potential for a release to surface water or-air is.

low because of this handling of the AQC.

PRC recommends that the proposed remediation proceed as planned,
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ATTACHMENT A
VISUAL SITE INSPECTION SUMMARY AND PHOTOGRAPHS



Date:

Facility Representatives;

VISUAL SITE INSPECTION SUMMARY

AC Rochester, Davison Engineering
Flint, Michigan
MID 980 568 620

March 26, 1992

Mr. Ronald L. Neahusan, Supervisor Environmental Engmeermg,

_.Mr. Thomas M. Caltnder Environmental Engineer

Mr. Richard L. Hubler, Divisional Waste Minimization Recycling
Engineer
Mr. Hank A. Sullivan, Staff Engineer Facilities

M T RWERdel, Operations General Supervisor, Wastewater
Treatment Plant

Mr. Pier M. Bollini, General Supervisor, Salvage

Mr. Roy Donaldson, Associate Engineer

Mr. Phil Parker, Chief Powerhouse Engineer

Inspection Team:

Photographer:
Weather Conditions:

Summary of Activities:

Jeff Swano, PRC Environmental Management, Inc,
Stan Labunski, PRC Environmental Management, Inc.

Jeff Swano
Calm, partly cloudy, temperatures about 45°F

The visual site inspection (VSI) began at 8:00 am with an
introductory meeting. The inspection team discussed the purpose
of the V¥SI and the agenda for the visit. Facility representatives
then discussed the AC Rochester and Davison Engineering facility’s
past and current operations, solid wastes generated, and release
history. Most information was exchanged on a question-and-
answer basis.

The VSI tour began at 10:00 am. The tour began in the engineering
building where the inspection team observed the research
laboratories and the testing facilities. The inspection team
observed Laboratory Waste Satellite Accumulation Areas (SWMU
11), Mobile Qil-Changing Carts (SWMU 6), and the Waste Glycol
Satellite Accumulation Area (SWMUJ 10) . The VSI proceeded
outdoors where the inspection team observed the Waste Fuel Tank
No. 23 (SWMU 2), the Former Waste Qil Tank (SWMU 3), the
Waste Oil Tank No. 5024 (SWMU 4) and its concrete trench, the
Former Fuel Tank Farm {(AOC 1) and location of the Former Waste
Fuel Tank (SWMU 3), the drum of tank bottoms residue (SWMU
13), the new tank farm and its Waste Fuel Tank No. 12 (SWMU 1[),
the Hazardous Waste Storage Building (SWMU 7), the Former
Hazardous Waste Storage Building (SWMU §), and the
Containerized Soil and Water (SWMU 12).

At 12:00 noon, the inspection team and facility representatives
drove to the powerhouse to observe the flyash hopper (SWMU 9).

At 1:15 pm, the inspection team and facility representatives held an
exit meeting, The inspection team departed the site around
1:35 pm.
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Photograph No. 1 Location: SWMUJ |
Orientation:  South Date;: 03/26/92
Description:  Waste Fuel Tank in new fuel tank farm

Photograph No. 2 Location: SWMU 2, SWMU 4

Orientation: North Date: 03/26/92

Description:  Waste Fuel Tank No. 23 (SWMU 2) is visible in the foreground beneath the horses,
pallet, and tarp. The Waste Oil Tank (SWMU 4) in the background straddles a
concrete trench



Photograph No. 3 Location: SWMU 3, AOC 1

Orientation:  Southeast Date: 03/26/92

Description:  The Former Waste Fuel Tank (SWMU 3) is visible in the foreground, beneath the
nearest plywood square. The Former Fuel Tank Farm (AOC 1) is in the
background.

Photograph No. 4 Location; SWMU 5
Orientation:  South Date: 03/26/92

Description: ~ The Former Waste Oil Tank is located beneath the gravel in the foreground.
Along the right edge of the photo is the concrete trench beneath the tank.
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Photograph No. 5 Location: SWMU 6

Orientation:  East Date: 03/26/92

Description:  Photograph shows a Mobile Oil-Changing Carts (SWMU 6). Waste oil is being
poured into the tank on the right. Clean oil is dispensed from the tank on the {eft.

Photograph No. 6 Location: SWMU 7
Orientation:.  West Date: 03/26/92
Description:  The Hazardous Waste Storage Building



Photograph No. 7 Location: SWMU 8, SWMU 12

Orientation:  West Date: 03/26/92

Description:  The Former Hazardous Waste Storage Building (SWMU 8) is shown in the
background on the left. Containerized Soil and Water (SWMU 12) in totes and
drums are shown in the foreground,

Photograph No. 8§ L Location: SWMU 9
Orientation:  South S Date: 03/26/92
Description:  Powerhouse Flyash Hopper




Photograph No. 9 Location:
Orientation:  South Date: 03/26/92
Description:  Trash compactor; the powerhouse is shown in the background.

wanre aLYCE *

Photograph No. 10 Location: SWMU 10

Orientation:  West Date: 03/26/92

Description:  Drums from left to right: Slix fire retardant, equipment for pumping oil to waste
oil tank, waste glycol satellite accumulation area (SAA), covered container for
dirty rags; the pump to the Waste Oil Tank (SWMU 4) is on the wall.



Photograph No. 11 . Location: SWMU 11
Orientation:  West Date: 03/26/92
Description:  Typical Laboratory Waste SAA

Photograph No. 12 Location; AQC |

Orieatation:  South Date: 03/26/92

Description:  The Former Fuel Tank Farm (AOC 1) is shown in the background. The Tank
Bottom Drum (SWMU 13) is shown in the foreground. The roofed structure in the
far background is the new fuel tank farm.



Photograph No. 13 Location: SWMU 12

Orientation:  West Date: 03/26/92

Description:  Photograph shows closeup view of containerized soil and water. Note rusting and
bulging drums,



ATTACHMENT B

VISUAL SITE INSPECTION FIELD NOTES
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S UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 5

77 WEST JACKSON BOULEVARD

%40 protE CHICAGO, IL  60604-3590

““OHMN&
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REPLY TO THE ATTENTION OF:

HRE-8]

July 31, 1992

Mr. Ron Neahusan

Environmental Engineering

Dept. 2534A

AC Rochester Division GMC

1300 North Dort Highway

Flint, Michigan 48556

Re: AC Rochester

Davison Engineering
MID 980 568 620

Dear Mr. Neahusan:

As indicated in the letter of introduction sent to you on March 11, 1992, the U.S.
Environmental Protection Agency is enclosing a copy of the final Preliminary Assessment/Visual
Site inspection (PA/VSI) report for the referenced facility. The executive summary and
conclusions and recommendations sections have been withheld as Enforcement Confidential.

If vou have any questions, please call Francene Harris at (312) 886-2884.

Sincerely yours,

Kevin M. Pierard, Chief

Minnesota/Ohio Technical Enforcement Secticn
RCRA Enforcement Branch

Printed en Recycled Paper
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY

H W’ﬁ % REGION 5
: N2 & 77 WEST JACKSON BOULEVARD
% &

Vg o CHICAGO, IL 60604-3590

REPLY TO THE ATTENTION OF:

HRE-8J

March 11, 1992

Mr. Ron Neahusan
Environmental Engineering
Dept. 2534A

AC Rochester Division GMC
1300 North Dort Highway
Flint, MI 48556

Re: Visual Site Inspection
AC Rochester
Davison Engineering
MID 980 568 620

Dear Mr. Neahusan:

The United States Environmental Protection Agency (U.S. EPA) Region V will conduct a
Prehmmary Assessment including a Visual Site Inspection (PA/VSI) at the referenced facility.
This inspection is conducted pursuant to the Resource Conservation and Recovery Act, as
amended (RCRA) Section 3007 and the Comprehensive Environmental Response, Compensation,
and Liability Act, as amended (CERCLA) Section 104(e). The referenced facility has generated,
treated, stored, or disposed of hazardous waste subject to RCRA. The PA/VSI requires
1dent1flcat10n and systematic review of all solid waste streams at the facility. The objective of
the PA/VSI is to determine whether or not releases of hazardous wastes or hazardous constituents
have occurred or are occurring at the facility which may require further investigation. This
analysis will also provide information to establish priorities for addressing any confirmed releases.

The visual site inspection of your facility is to verify the location of all solid waste management
units (SWMUs) and areas of concern (AQCs) to make a cursory determination of their candition
by visual observation. The definitions of SWMUs and AOCs are included in Attachment I. The
VSI supplements and updates data gathered during a preliminary file review. During this site
inspection, no samples will be taken. A sampling visit to ascertain if releases of hazardous waste
or constituents have occurred may be required at a later date.

Assistance of some of your personnel may be requ:red in reviewing solid waste flow(s) or
previous disposal practices. The site inspection is to provide a technical understanding of the
present and past waste flows and handling, treatment, storage, and disposal practices.
Photographs of the facility are necessary to document the condition of the units at the facility
and the waste management practices used,

The VSI has been scheduled for March 26, 1992 at 8:00 a.m. The inspection team will consist of
Jeff Swano and Stan Labunski of PRC Environmental Management, Inc., a contractor for the

Printed on Recycled Paper



March 11, 1992
Page 2

US. EPA. Representatives of the Michigan Department of Natural Resources may also be
present. Your cooperation in admitting and assisting them while on site is appreciated.

The U.S. EPA recommends that personnel who are familiar with present and past manufacturing .. ..

and wasté management acfivities be available during the VSI. Access to any relevant maps,
diagrams, hydrogeologic reports, environmental assessment reports, samphng data sheets,
environmental permits (air, NPDES) mamfests and/or correspondence is also necessary, as such

Ao Aoy 3T LIERE
information-is-needed-to eoemplete-the Ir\,' L) ™

If you have any questions, please contact me at (312) 886-4448 or Francene Harris at
(312) 886-2884, A copy of the Preliminary Assessment/Visual Site Inspection Report, excluding
the conclusions and Executive Summary portion will be sent when the report is available.

S'})cerely yours,

?’f,uu/ 74 /// 1107/?.

Kevm M. Pierard, Chief
OH/MN Technical Enforcement Section

Enclosure
cc: Ken Burda, MDNR - Lansing

Dennis Drake, MDNR - Lansing
Liz Brown, MDNR - Lansing



ATTACHMENT I

The definitions of solid waste management unit (SWMU) and arez of concern (AOC) are

as follows.

A SWMU is defined as any discernable unit where solid wastes have been placed at any
time from which hazardous constituents might migrate, regardless of whether the unit was
intended for the management of a solid or hazardous waste.

The SWMU defmmon mciudes the fo]lowmg

L3

RCRA regulated units, such as container storage areas, tanks. surface

impoundments, waste piles, land treatment units, landfills, incinerators,
and underground injection wells

Closed and abandoned units

Recycling units, wastewater treatment units, and other units that
U.S. Environmental Protection Agency has generally exempted from
standards applicable to hazardous waste management units

Areas contaminated by routine and systematic releases of wastes or
hazardous constituents, such as wood preservative treatment dripping
areas, loading or unloading areas, or solvent washing areas

An AQC is defined as any area where a release to the environment of hazardous wastes or
constituents has occurred or is suspected to have occurred on a8 nonroutine or nonsystematic basis.
This includes any area where such a release in the future is judged to be a strong possibility.

PRC requests that, if available, the following facility information be provided during the

VSIL

[

@w R

Two copies of a detailed map of the facility

Facility history, including dates of aperation, ownership changes, and
production processes

Current facility operations

Processes that generate waste that is treated, stored, or disposed of at the
facility

‘Records of disposal of wastes generated at the facility (manifests, annual

reports, etc...)

Security at the facility

Information regarding geology and the uses of ground water and surface
water in the area

Permits (air, NPDES, etc...) the facility currently holds or has held in the
past and documentation of any permit violations that may have occurred
Records of any spills that may have occurred at the facility

Descriptive operational information (location, dimensions, capacity,
materials of construction, etc...), dates of start-up and closure, wastes
managed, release controls, and release history for each SWMU





